
RedlineGoods shift boot - 2024/2025 Mustang GT 

Installation Instructions 
Tools required: 

• Trim panel tool 

• Drill and various sizes of drill bits 

• Small flat screwdriver 

• Headliner glue (other strong adhesive) 

• Several small clamps 

Procedure: Some of this may vary depending upon the specific type/style of gear shift knob being or to be 
used. 

1. Remove shift knob - unthread the shift knob from the shift post 

2. Remove shift boot assembly including the entire surround 

a. The boot surround trim is held in place by several plastic clips 

b. Use a trim panel tool or similar to wedge between the rear portion of the trim surround, and 
center console. (See Figure 1) 

c. Using light pressure, the surround clips will eventually pop free on the rear most side of the boot 
trim.  

d. Once you have the rear of the boot trim free the remaining clips can be popped free by hand 

3. The shift boot trim is comprised of two pieces held together by several plastic weld rivets. These two 
pieces sandwich the OEM shift boot and must be separated to remove the shift boot. 

4. To separate the two pieces – carefully use a 7/64 drill bit with little to no speed. (THE PLASTIC IS VERY 
SOFT). The depth of the hole should be approximately 3/32 deep. You will notice that the rivets are very 
thin and hollow so very little pressure is required. 

5. Next, using a razor knife carefully go around the pilot hole with the tip. This will peel the soft plastic away 
from the top of the plastic rivet. At this point you should be able to carefully separate the two pieces 
using a flat blade screwdriver. The shift boot is plastic-welded to one of the two plastic pieces will be 
exposed. (See Figure 2) 

6. Using a small flat bladed screwdriver or similar, gently pop the small plastic weld drops holding down the 
edge of the OEM shift boot. There are a lot of them so take your time. 

7. Once you have completed step 6, the OEM shift boot is easily removed. 

8. You will need to remove the Chrome Plastic shift knob shift lever bezel trim attached to the OEM boot. 
(See Figure 3) Turn the OEM boot inside out. Take a razor knife and carefully scrape the 6 small plastic 



weldments until the chrome trim comes free from the 1” plastic bezel it is welded to. The plastic is soft 
so be gentle with the razor knife.  

9. Carefully pry the leather away from the shift lever bezel located at the top of the OEM boot. This is a 
small plastic bezel approximately 1 inch in diameter.  

10. Cover the entire boot with masking tape thoroughly, except for approximately ¼ inch at the bottom.  

11. Clean the inside of the bezel thoroughly. Turn the boot inside out and carefully spray some contact 
cement on the top of the RedlineGoods shift boot. Only ¼ inch of the boot will move into the plastic 
bezel. push the new RedlineGoods boot into the shift lever bezel.  

12. Spray some headliner contact cement inside the plastic bezel trying to keep the cement from contacting 
the outside of the bezel.  

13. With the shift boot inside out push it into the bezel as far as it will go, again, about ¼ of an inch. Now 
push a 5/8 deep socket into the inside out boot as far as it will go into the plastic bezel. This will hold the 
leather into the bezel as the glue sets up. I recommend leaving it to set up overnight.  

14. With the entire boot covered in masking tape except for a ¼ ich at the bottom, apply headliner contact 
cement to the plastic boot bezel and the very edge of the new RedlineGoods shift boot. This will now be 
the new sealing surface for the shift boot bezel that once held the OEM shift boot. Let the contact cement 
set up for at least 10 minutes or per the directions on the can. Let the contact cement set up overnight.  

15. Then clean the two plastic trim pieces that held the original shift boot together. (The Redline boot is 
significantly thicker than the OEM boot so it is important to remove any excess plastic from the two 
pieces that will sandwich the RedlineGoods boot).  

16. Apply JB Weld for plastic or a similar product to the plastic boot surround pieces that will sandwich the 
RedlineGoods leather boot.  

17. Apply the RedlineGoods boot lining up the slit in front with a plastic tap in the front side of the plastic 
trim piece. Work the boot around the bottom frim piece so that it is even on all sides. Put the top trim 
piece over the top of the tape covered RedlineGoods boot and sandwich it over the bottom trim piece 
capturing all the bottom ¼ inch of the RedlineGoods boot.   

18. Place the small clamps all the way around the outer circumference of the shift boot surround to ensure 
solid contact with the JB weld and let sit until completely cured. 

19. Once cure time has passed, remove clamp and the masking tape. Check to ensure that glue did not 
contact any part of the new RedlineGoods boot that is visible. If so, carefully use odorless mineral spirits 
to remove it.  

20. If you are using an aftermarket shifter you may have to modify the plastic bezel on top of the boot. 

21. Install the new shift boot back into the console. (figure 4) 

 

 



Figure 1                                               Figure 2 

 

 

 

 

 

 

 

 

 

 

 

 

Figure 3                                                Figure 4 


