RedlineGoods Toyota Yaris 2020+ Installation
Instructions for shift and ebrake boots

Disclaimer: Redline Automotive Accessories Corp. (RedlineGoods) will not be held
liable for any labor, incidental or consequential damages of any kind. Proceed at
your own risk. Read the entire document before proceeding with your installation.

Unclip the shiny chrome tab by placing your fingers behind it and pulling on it.

After you have removed the tab, this is what you'll see.
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Open your glove box and leave it open to aid the rest of this installation process. Gently
pull away on the upper trim piece so that it unclips, this will allow you the clearance to
remove the shifter trim piece later.



Place your hand underneath the bottom rear of the tunnel trim and unclip it as well.

Gently unclip the upper shifter tri from the tunnel trim.



Continue to gently loosen the shifter trim, the trim with the USB socket may also pop out
in the process, this is ok.
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At this point, the removal process should look like this.

Gently pull the cnter shifter trim out to unplug all the connectors. Please be advised
that should you turn on the vehicle during this phase, you will receive an airbag warning
light. It is temporary and will go away once you've reconnected everything.
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You will néed to pres into the tabs and gently loosen them.



Lift the upper trim to allow enough space to clear the lower tab, you may have to wiggle
the shifter trim completely loose in the process. Be careful not to scratch exposed
surfaces with the exposed trim, optionally add masking tape (painters tape) in points
where you are concerned about scratches. Do not fully remove the shifter trim just yet.



Reach behind and very gently unplug the connector tha "[]pplliés péwer to the cigarette
lighter.
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You can now freely remove the entire shifter trim.
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Next, unclip any remainin red tabs holdihg the tunnel tim in piaée. Do not remove it
yet, you need to remove a connector first.
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As seen in this photo, it supplies function to the tunnel trim buttons (may vary based on
your specific model).

Slowly lifting the now loosened tunnel trim, you can see the connector in question and
unclip it to completely remove the tunnel trim. We can now easily begin installing the e-
brake boot.



On the underside of the tunnel trim, you will see the clips that hold the e-brake boot in
place. You will simply need to gently clip them back into place. That is assuming you
purchased the RedlineGoods boot with the optional bracket. If not, you need to re-use
your stock one, and this article tells you how:
https://www.redlinegoods.com/bracketENG.php



https://www.redlinegoods.com/bracketENG.php

Slowly fit it back over your e-brake and pull it donards, careful not to damage the
boot in the process.
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Once done, reconnect the connector for the tunnel buttons and position/clip the tunnel

trim back into place.



Don't forget to also gently press down on the rear of the tunnel trim so that all clips are
engaged.

Congratulations! Your e-brak boot ha been installed. Now time to move onto the
shifter boot...



To begin installing your new shifter boot, you'll need to remove the plastic shifter frame
from the stock boot, removing all staples that held the original boot in place.

It is easiest to begin with the largest tab with two clips to orient the position of the boot.



Depending on the layout of stitching you configured your shift boot to come with, this
may or may not be necessary, but if it is - Using an exacto knife or retractable blade,
carefully cut small incisions into the tabs.

Once done, clip the tabs into place all along the shifter trim.



Two tabs will not have clips, so to avoid damaging the seams, you can optionally use
some double-sided tape to hold them in place.

Once done, your shifter boot should look like this.
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As a next step, you will need to insert the plastic shifter frame back into the Irger shifter
trim and press down on all the clip points to properly secure it.
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The next step is to place this pléstic bumper back onto the shifter, you will be able to fit
your shifter boot onto it.



Carefully position the entire shifter trim back into place in your vehicle, being careful not
to scratch anything and then slowly pull the boot over the plastic bumper.

Begin reconnecting the cigarette lighter connector, as well as all other connectors you
disconnected previously. Everything should slowly clip back into place.



Once everything is secured and you've turned on the vehicle to verify you aren't
receiving any errors due to a missing connector, reinsert the shifter knob back onto the
shaft and slowly begin turning it onto the shifter boot. It doesn't need to be super tight, it

only needs to be facing the correct direction when you've fixed it into place.
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Congratulations! Your new shifter and ebrake boot installatin-'i/é omplete.

Useful tip
Make sure to condition your items properly, using the proper care products for the material
you’ve chosen for your RedlineGoods item (leather and Alcantara require different

treatments) and you’ll enjoy it for years!



